AMZ Z-Wave
FTP-V, FTU-V, FTW-V, FPP-V, FYP-V, FDY-V, PTP-V, PPP-V

FTS, FTS-V, FTT, PTP
Before installation, it is compulsory to read the NC940 "ORIGINAL INSTRUCTIONS 2/3 Installation and user manual."

1. Remove the safety catch under the cassette.
2. Lock the sash with the catch.
3. Select the window type depending on the window hood type and then fix it using the screws included in the awning installation kit.
4. Check whether the window is equipped with an opening for the power cable for the accessory.
5. Make an opening in the hood and then place a rubber cable penetration.
6. Slide the power cable into the opening.
7. Place the awning cassette on the mounting base.
8. Screw the awnings holder to the mounting base.
9. Check the protrusion type for screws in the window profile (type A or type B).
10. Install the awning bottom holders to the trapezoidal profiles of the window:
   a. Slide the corner into the awning guide rail.
   b. Connect the guide rail catch with the awning bottom holder.
   c. Slide the side guide rail into the awning casing.
11. Screw the guide rail to the casing.
12. Repeat steps 11a-11d for the left guide rail.
13. Place the safety catch under the cassette.
14. Connect the awning to the network using the 15VDC power supply.
15. Close the window after completed installation process.
16. Operate the awning using the button on the controller or remote control.
17. Use the safety catch to secure the window in the position for cleaning.
18. If required, adjust the end positions of the awning.